
DAB PUMPS reserve the right to make modifications without prior notice
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EUROINOX 80-SELF-PRIMING MULTISTAGE CENTRIFUGAL PUMPS CENTRIFUGAL ELECTRIC PUMPS FOR 
DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 0 °C to +35 °C - Maximum ambient temperature: +40°C

MODEL
ELECTRICAL DATA

N°
IMPELLER

POWER SUPPLY
50 Hz

P1 MAX
KW

P2 NOMINAL In 
A

CAPACITOR
kW HP μF Vc

EUROINOX 30/80 M
4

1x220-240 V ~ 1.200 0.8 1.1 5.3 25 450

EUROINOX 30/80 T 3x230-400 V ~ 1.180 0.8 1.1 3.8-2.2 – –

EUROINOX 40/80 M
5

1x220-240 V ~ 1.480 1 1.36 6.5 25 450

EUROINOX 40/80 T 3x230-400 V ~ 1.440 1 1.36 4.4-2.5 – –

MODEL A B C E F G I Ø H H1 H2 DNA
GAS

DNM
GAS

PACK DIMENSIONS VOLUME
(mc)

GROSS 
WEIGHT 

KgL/A L/B H

EUROINOX 30/80 M 458 174 166 241 13.5 111 9 203 196 143 1” 1” 480 212 265 0.031 14.8

EUROINOX 30/80 T 474 174 166 241 13.5 111 9 203 196 143 1” 1” 560 240 227 0.031 14.8

EUROINOX 40/80 M 458 174 166 241 13.5 111 9 203 196 143 1” 1” 480 212 265 0.031 15.5

EUROINOX 40/80 T 474 174 166 241 13.5 111 9 203 196 143 1” 1” 560 240 227 0.031 15.5
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The performance curves are based on the kinematic viscosity values = 
 1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.


