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PUMP TECHNICAL DATA
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Construction Materials SBI SBN
Motor Bracket Ductile Iron ASTM A530 70-50-05
Top Cap Stainless Steel AISI 304 AISI 316
Impeller Stainless steel AISI 304 AISI 316
Shaft Stainless steel AISI 431 AISI 316
Outer Sleeve Stainless Steel AISI 304 AISI 316
Outer Sleeve O Ring EPDM
Di�user Stainless Steel AISI 304 AISI 316
Neck Ring PTFE
Base Stainless Steel AISI 304 AISI 316
Base plate Cast Iron ASTM A48 25B
Coupling Fe-Cu-C MPIF FC0525
Mechanical Seal Cartridge Type SiC/SiC

Pump Range SBI / SBN
Nominal Flow 5m3/h
Flow Range 2.5 - 8.5m 3/h
Maximum Head 24 bar
Max. Inlet Pressure 10 bar (2-16 stages) 15 bar (18-36 stages)
Max. Operating Pressure   25 bar
Fluid Temperature -15 to +120°C

Motor
Single Phase 220-230/240V
Three Phase 220-240/380-415V
Insulation Class F
Enclosure IP55
Ambient Temp 40°C

Connections
Flange DIN(ISO)  PN16/25  DN25/32

ANSI Class 300  NB25/32
AS2129 Table D/E NB25/32 (Use M12 Bolts)
AS2129 Table F/H NB32/40

DIMENSIONS AND WEIGHTS (3 PHASE UNITS)
Pump Motor Dimension (mm) Net
Type P2(kW) H1 H2 D1 D2 D3 Weight (kg)
SBI 5-2 0.37 282 542 160 155 — 21.0
SBI 5-3 0.55 309 569 160 155 — 22.0
SBI 5-4 0.55 336 596 160 155 — 22.0
SBI 5-5 0.75 369 629 160 155 — 25.0
SBI 5-6 1.1 396 656 160 155 — 28.0
SBI 5-7 1.1 423 683 160 155 — 28.0
SBI 5-8 1.1 450 710 160 155 — 29.0
SBI 5-9 1.5 493 798 175 165 — 36.5
SBI 5-10 1.5 520 825 175 165 — 37.1
SBI 5-11 2.2 547 882 175 165 — 39.6
SBI 5-12 2.2 574 909 175 165 — 40.2
SBI 5-13 2.2 601 935 175 165 — 40.8
SBI 5-14 2.2 628 963 175 165 — 41.3
SBI 5-15 2.2 655 990 175 165 — 41.9
SBI 5-16 2.2 682 1017 175 165 — 42.5
SBI 5-18 3.0 740 1080 200 170 — 51.1
SBI 5-20 3.0 794 1134 200 170 — 52.2
SBI 5-22 4.0 848 1253 220 188 — 60.4
SBI 5-24 4.0 902 1407 220 188 — 61.5
SBI 5-26 4.0 956 1361 220 188 — 62.6
SBI 5-29 4.0 1037 1442 220 188 — 64.4
SBI 5-32 5.5 1148 1578 275 213 300 83.2
SBI 5-36 5.5 1256 1686 275 213 300 85.5

Flange (DIN - ANSI - JIS)
PN 25/DN25/32
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SBI 10 Motor Data
Power (kW) 0.37 0.75 1.1 1.5 2.2 3.0 4.0 5.5 7.5
In (A) 1 x 240V 2.50 4.70 6.50 8.70 12.5 16.7 — — —
In (A) 3 x 415V 1.20 2.10 2.83 3.70 5.20 6.10 7.7 9.9 14.9

Construction Materials SBI SBN
Motor Bracket Ductile iron ASTM A530 70-50-05
Top Cap Stainless Steel AISI 304 AISI 316
Impeller Stainless steel AISI 304 AISI 316
Shaft Stainless steel AISI 431 AISI 316
Outer Sleeve Stainless Steel AISI 304 AISI 316
Outer Sleeve O Ring EPDM
Di�user Stainless Steel AISI 304 AISI 316
Neck Ring PTFE
Base Stainless Steel AISI 304 AISI 316
Base plate Cast Iron ASTM A48 25B
Coupling Fe-Cu-C MPIF FC0525
Mechanical Seal Cartridge Type SiC/SiC

Pump Range SBI / SBN
Nominal Flow 10m 3/h
Flow Range 5 - 13m 3/h
Maximum Head 22 bar
Max. Inlet Pressure 8 bar (1-6 stages) 10 bar (7-22 stages)
Max. Operating Pressure   16 bar (1-16 stages) 25 bar (18-22 stages)
Fluid Temperature -15 to +120°C

Motor
Single Phase 220-230/240V
Three Phase 220-240/380-415V
Insulation Class F
Enclosure IP55
Ambient Temp 40°C

Connections
Flange DIN(ISO)  PN16/25  DN40

ANSI Class 300  NB40
AS2129 Table D/E NB50
AS2129 Table F/H NB40

DIMENSIONS AND WEIGHTS (3 PHASE UNITS)
Pump Motor Dimension (mm) Net
Type P2(kW) H1 H2 D1 D2 D3 Weight (kg)
SBI 10-1 0.37 353 613 160 155 — 32.0
SBI 10-2 0.75 357 617 160 155 — 34.0
SBI 10-3 1.1 387 647 160 155 — 38.0
SBI 10-4 1.5 433 738 175 165 — 47.1
SBI 10-5 2.2 463 798 175 165 — 50.1
SBI 10-6 2.2 493 828 175 165 — 51.1
SBI 10-7 3.0 528 868 200 170 — 58.9
SBI 10-8 3.0 558 898 200 170 — 60.0
SBI 10-9 3.0 588 928 200 170 — 61.0
SBI 10-10 4.0 618 1023 220 188 — 69.0
SBI 10-12 4.0 678 1083 220 188 — 71.0
SBI 10-14 5.5 770 1200 275 213 300 96.4
SBI 10-16 5.5 830 1260 275 213 300 98.5
SBI 10-18 7.5 890 1320 275 213 300 108.5
SBI 10-20 7.5 950 1380 275 213 300 110.5
SBI 10-22 7.5 1010 1440 275 213 300 112.6

Flange (DIN - ANSI - JIS)
PN 16-25/DN40
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PVMI 10 Motor Data

PVMI PVMX

Pump Range PVMI/PVMX
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