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FRESH WATER PUMP

Up to 5.0 GPM

Continuous Duty

Can supply up to 4 fixtures

Quick connect fittings

Very quiet operation

Self priming

Run dry safe

On-demand use

Industry Standard mounting pattern

Can be used for Fresh & Salt Water

Heavy-Duty Motor

16 AWG, 9" long Leads

Max Recommended Temperature 

140 °F (60 °C) Max. 

Priming Capabilities  

6 feet (1.8 m) suction lift

Inlet/Outlet Ports 

Quick Attach

Weight

5.95 lbs (2.7 kg) 

PUMP
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please refer to page 87-88 

SFDP1-030-060-52

SFDP2-030-060-52

SFDP1-040-060-52

SFDP2-040-060-52

SFDP1-050-060-52

SFDP2-050-060-52

SFDP1-050-070-52

SFDP2-050-070-52

Switch

Switch

Switch

Switch

Switch

Switch

Switch

Switch

3.0/11.3

3.0/11.3

4.0/15.0

4.0/15.0

5.0/18.9

5.0/18.9

5.0/18.9

5.0/18.9

60/4.2

60/4.2

60/4.2

60/4.2

60/4.2

60/4.2

70/4.8

70/4.8

10.0

5.5

13.0

7.0

17.0

9.0

18.0

10.0

EPDM

EPDM

EPDM

EPDM

EPDM

EPDM

EPDM

EPDM

Santoprene

Santoprene

Santoprene

Santoprene

Santoprene

Santoprene

Santoprene

Santoprene

Quick Attach

Quick Attach

Quick Attach

Quick Attach

Quick Attach

Quick Attach

Quick Attach

Quick Attach

12 V

24 V

12 V

24 V

12 V

24 V

12 V

24 V

2-Pin/Leads

2-Pin/Leads

2-Pin/Leads

2-Pin/Leads

2-Pin/Leads

2-Pin/Leads

2-Pin/Leads

2-Pin/Leads

Model Control Type GPM/LPM PSI/BAR Max Draw(A) Valves Diaphragm PortsVoltage Wire
Connections

Standard Accessories

Model GPM/LPM PSI/BAR Max Draw(A) Valves Diaphragm PortsVoltage       Wire
Connections
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FRESH WATER PUMP

Precise pressure control and stable performance  

Low starting pressure, reduces cycling 

Good heat dissipation

Longer pump life 

Can supply up to 4 fixtures 

Run dry capable for normal workloads

Very quiet operation 

On-demand only or combine with by-pass choice 

Fresh water or salt water available 

Max Recommended Temperature 

140 °F (60 °C) Max. 

Priming Capabilities  

6 feet (1.8 m) suction lift

Inlet/Outlet Ports 

1/2” MNPT

Weight

5.9 lbs (2.68 kg) 

PUMP
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